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MDI/MDI-X

15.2Gbps 16Gbps 48Gbps

2.7Mbps 3.9Mbps 6.6Mbps 11.9Mpps 35.7Mpps 14.9Mbps 26.8Mbps 38.7Mbps 38.7Mbps

MAC 4K 8K 8K 4K 8K

AC 100~240V  50Hz~60Hz

3.3W 4.5W 5.5W 5.3W 17.3W
5W(
PoE)

8.6W(
PoE)

22.8W(
PoE)

22.8W(
PoE)

PoE

RG-NBC1810GC-P PoE/PoE+
PoE 124W
RG-NBS1818GC-P PoE/PoE+ PoE

247W
RG-NBS1826GC-P PoE/PoE+ PoE

370W
RG-NBS1826GC-LP PoE/PoE+
PoE 185W
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RG-NBS1805C RG-NBS1808C RG-NBS1805C-P RG-NBS1809C-P

5 8 5 8

1

MDI/MDI-X

1Gbps 1.6Gbps 1Gbps 3.6Gbps

0.74Mbps 1.19Mbps 0.74Mbps 2.68Mpps

MAC 4K 4K 4K 4K

 5V/550mA DC 5V/550mA 53.5V/1.2A 53.5V/2.3A

2.5W 3.0W 2.5W PoE 3.5W PoE

PoE

RG-NBC1805C-P PoE/PoE+
PoE 60W
RG-NBS1809C-P PoE/PoE+
PoE 60W

89.35*81.7*21mm 140*76*27mm 89.35*81.7*21mm 190*100*28mm

0 40     -40 70

: 10% 90% RH    : 5% 95% RH

RG-NBS1805C 5

RG-NBS1808C 8

RG-NBS1805C-P 5 PoE 4 PoE

RG-NBS1809C-P 8 PoE 1

RG-NBS1809C 8 +1

RG-NBS1817C 16 +1

RG-NBS1826C 24 +2

RG-NBS1808GC 8

RG-NBS1810GC 8 +2

RG-NBS1818GC 16 +2

RG-NBS1824GC 24

RG-NBS1826GC 24 +2

RG-NBS1810GC-P 8 +2 8 30W PoE+
PoE

RG-NBS1818GC-P 16 +2 16 30W PoE+
PoE

RG-NBS1826GC-P 24 +2 24 30W PoE+
PoE


